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TECHNICAL DATA

Injection mortar FIS VL 410 C Static mixer FIS MR

FIS VL 410 C HWK FIS VL 410 C in bucket

Ap
pr

ov
al Languages on the cartridge Scale unit Contents Sales unit

Item Art.-No. ETA    [pcs]

FIS VL 300 T with clip 537149 ■ P, E, GB 150 1 cartridge 300 ml, 2 x FIS MR 12
FIS VL 300 T with clip 538583 ■ CZ, SK 150 1 cartridge 300 ml, 2 x FIS MR 10
FIS VL 300 T HIGH SPEED with clip 538585 ■ CZ, SK 150 1 cartridge 380 ml, 2 x FIS MR 10
FIS VL 300 T 539461 ■ GB, F, E, P, RO, UAE 150 1 cartridge 300 ml, 2 x FIS MR 12
FIS VL 300 T in bucket 539462 ■ GB, F, E, P, RO, UAE 150 20 cartridges 300 ml, 40 x FIS MR 1
FIS VL 300 T HWK big 538589 ■ CZ, SK 150 20 cartridges 300 ml, 40 x FIS MR 1
FSI VL 410 C 539463 ■ GB, F, E, P, RO, UAE 200 1 cartridge 410 ml, 2 x FIS MR 12
FIS VL 410 C 538584 ■ CZ, SK 200 1 cartridge 410 ml, 2 x FIS MR 12
FIS VL 410 C HIGH SPEED 538586 ■ CZ, SK 200 1 cartridges 410 ml, 1 x FIS MR 12
FIS VL 410 C in bucket 538549 ■ D, F, NL, GB, TR 200 16 cartridges 410 ml, 32 x FIS MR 1
FIS VL 410 C in bucket 539464 ■ GB, F, E, P, RO, UAE 200 16 cartridges 410 ml, 32 x FIS MR 1
FIS VL 410 C HWK big 538590 ■ CZ, SK 200 16 cartridges 410 ml, 32 x FIS MR 1

CURING TIME FIS VL

Cartridge temperature Gelling time Temperature
at anchoring base

Curing time

(mortar)

   ‒ 5°C – ± 0°C  24 hrs.
+ 0°C – + 5°C 13 min. ± 0°C – + 5°C   3 hrs.
+ 5°C – +10°C  9 min. + 5°C – +10°C  90 min.
+10°C – +20°C  5 min. +10°C – +20°C  60 min.
+20°C – +30°C  4 min. +20°C – +30°C  45 min.
+30°C – +40°C  2 min. +30°C – +40°C  35 min.

The above times apply from the moment of contact between resin and hardener in the static mixer.
For installation, the cartridge temperature must be at least +5 °C. For longer installation times, i.e. when interruptions occur in work, the mixer should be replaced.

CURING TIME FIS VL HIGH SPEED

1)  Without approval.
The above times apply from the moment of contact between resin and hardener in the static mixer.
For installation, the cartridge temperature must be at least +5 °C. For longer installation times, i.e. when interruptions occur in work, the mixer should be replaced.

Cartridge temperature Gelling time Temperature
at anchoring base

Curing time

(mortar)

‒15°C – ‒10°C 1) 12 hrs.
‒10°C – ‒ 5°C 1)  8 hrs.

- 5°C – ± 0°C 1) 5 min. ‒ 5°C – ± 0°C  3 hrs.
  0°C – + 5°C 5 min. ± 0°C – + 5°C 90 min.
+ 5°C – +10°C 3 min. + 5°C – +10°C 45 min.
+10°C – +20°C 1 min. +10°C – +20°C 30 min.
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Injection mortar FIS VL




